TOYOTA HIACE

	TECHNICAL SPECIFICATIONS - HIACE

	 
PANEL VAN
COMMUTER
Standard Wheelbase
Long Wheelbase
Standard Wheelbase
Long Wheelbase
 
Standard Roof
Standard Roof
Standard Roof
Standard Roof
High Roof
 
4-door
4-door
4-door
4-door
4-door
 DIMENSIONS &  WEIGHT
 
 Overall Length (mm)
4640 (4595)
4900 (4855)
4640
4940
4900
 Overall Width (mm)
1690
1690
 Overall Height (mm)
1945 [1955]
1935
2225
 Wheelbase
2330
2590
2330
2590
 Tread - Front (mm)
1450 [1465]
1450
 Tread - Rear (mm)
1465 [1445]
1430
 Ground Clearance  (mm)
180 [190]
180
 Deck inside Length  (mm)
2690
2950
210
90
 Deck inside width  (mm)
1540
1540
 Deck inside height  (mm)
1345
1345
1640
 Kerb Weight -  Gasoline Engine  (kg)
1500 ~ 1560
1530 ~ 1595
1630 ~ 1685
1685 ~ 1740
1710 ~ 1760
 Kerb Weight -  Diesel Engine (kg)
1580 ~ 1640
1605 ~ 1670
1710 ~ 1760
1760 ~ 1825
-
 Gross Vehicle  Weight (kg)
2500
2600
2700 ~ 2750
2890 ~ 2970
 CHASSIS
 
 Suspension - Front
Double wishbone, torsion bar springs with stablizer bar
 Suspension - Rear
Rigid axle, leaf springs
 Brakes - Front/Rear
Discs/Drums
 Steering
Rack and Pinion
 Min. turning radius  (tyres) m.
4.7
5.2
4.7
5.2
 Fuel Tank Capacity  (litres)
70
 Tyres - Front
185R-14   185R-14C
185R-14   185R-14C
 Tyres - Rear
195/70R-15C [6.00-14]
195/70R-15C
* 3-Seater
** 6-Seater
Figure in ( ) for overall length are for models featuring rear step bumper
Other figure in [ ] are for models featuring bias tyres
 ENGINES
2.0 litre Gasoline (1RZ)
2.4 litre Diesel (2L)
3.0 litre Diesel (5L)
 Type
4-cyl. in-line OHC
 Piston Displacement  (cc.)
1998
2446
2985
 Bore and Stroke  (mm.)
86.0 X 86.0
92.0 X 92.0
99.5 X 96.0
 Compression Ratio  (to 1)
9.0
22.2
22.2
 Max. output (SAE  net) kW/rpm
74/5400
60/4000
66/4000
 Max. torque (SAE  net) Nm/rpm
165/2600
162/2400
192/2400
 Fuel System
Down-draft, 2-barrel, single carburettor
Distribution type fuel injection


	 


