TOYOTA L/C PRADO

	TECHNICAL SPECIFICATIONS - L/C PRADO

	PRADO 
 
5-Door
 
GX
 
16V 2.7-Litre (3RZ-FE/Leaded)
3.0-Litre Turbo Diesel (1KZ-TE)

3.0-Litre Diesel (5L-E)
 TRANSIMISSION
5-speed manual
4-speed automatic*
 ENGINE
 
GX
 Engine Code
16V 2.7-Litre (3RZ-FE/Leaded)
 Type
4-cyl. in-line
Twin Cam 16-valve
 Piston Displacement  (cc.)
2694
 Max. Output (kW/rpm)
108/4800
 Max. Torque (Nm/rmp)
230/4000
 Fuel system
Electronic Fuel Injection
 CHASSIS
 
GX
 Suspension - Front
Double wishbone independent suspension (Coil springs, with a stabiliser bar)
 Suspension - Rear
4-link type suspension (Coil springs, with a stabiliser bar)
 Brakes - Front/Rear
Ventilated Discs
 Min. Turning Radius  (tyres) (m.)
5.7
 Fuel Tank Capacity  (litres)
87(180***)
 Tyres
225/70R 17 (265/65R 17**)
 DIMENSIONS &  WEIGHT
 
GX
 Overall Length (mm.)
4715
 Overall Width (mm.)
1790 (1875**)
 Overall Height (mm.)
1850 (1865**)
 Wheelbase
2790
 Tread - Front/Rear  (mm.)
1535/1535 (1575**/1575**)
 Ground Clearance  (mm.)
215 (230**)
 Kerb Weight (kg.)
1850-1940
 Gross Vehicle Weight  (kg.)
2800-2900
*4-speed automatic is not available on model with 5L-E Engine
**Wide Body
***Dual Tank System (Optional)


	 


